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MC-EL200
❖ Specification

- Light Source :  200 LEDs ( Red, Green, Blue, White )

- Color :  RGBW and color mixing

- Bightness :  R: 1,200LM, G: 2,100LM, B: 600LM, W: 3,300LM

- Strobe :  1~20 time/second, variable strobe effect

- DMX Channel :  4CH / 8CH

- Power Supply :  AC100~240V, 50/60Hz

- Power Consumption :  200 W

- Product Size :  180(W) x 180(H) x 600(D) ㎜

- Weight :  8.1 Kg

▪ Address

▪ Mode

▪ Adjust

001-512 512 Address Setting

Console 4CH
Console 8CH
Jump Speed: 0-99
Gradient Speed: 0-99
Pulse Speed: 0-99
Jump, Gradient, Pulse Mix
Empty

RED Dimming 
Green Dimming 
Blue Dimming 
White Dimming 
Dimming Mode, 5pcs Dimming Mode
Lamp Temp Display

DMX_CH4
DMX_CH8
Auto 1

RED
Green
Blue
White

Auto 2
Auto 3
Auto 4
Sound

Curve
Temp
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DMX CHANNEL

[ DMX Channel List / 4CH ]

[ DMX Channel List / 8CH ]

Channel Value Function Remark

CH1 000~255 Red Dimmer 0~100%

CH2 000~255 Green Dimmer 0~100%

CH3 000~255 Blue Dimmer 0~100%

CH4 000~255 White Dimmer 0~100%

Channel Value Function Remark

CH1 000~255 Red Dimmer 0~100%

CH2 000~255 Green Dimmer 0~100%

CH3 000~255 Blue Dimmer 0~100%

CH4 000~255 White Dimmer 0~100%

CH5 000~255 RGBW Dimmer 0~100%

CH6 000~255 Strobe 0~9 blank, 10~255 Slow - Fast

CH7 000~255 Self-Propelled 0~9 blank, 10~200 Self-Propelled

CH8 000~255 Self-Propelled Speed From Slow to Fast

MC-EL200
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