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1MC-2JL200

Menu Function Value Instruction

DMX address 001~512 UP, DOWN increase or reduce the value

DMX address 001~512 UP, DOWN increase or reduce the value

Color Fade 01~99 UP, DOWN Change speed

Color Pulse 01~99 UP, DOWN Change speed

Color Jump 01~99 UP, DOWN Change speed

Sound Active / Sound Active

R Dimmer 000~255 UP, DOWN Change brightness

G Dimmer 000~255 UP, DOWN Change brightness

B Dimmer 000~255 UP, DOWN Change brightness

W Dimmer 000~255 UP, DOWN Change brightness

[ MENU SETTING ]

MENU UP DOWN ENTER

MC-2JL200

❖ Specification

- Light Source :  200 LEDs ( Red, Green, Blue, White )

- Color :  RGBW and color mixing

- Brightness :  R: 1,800LM, G: 2,640LM, B: 540LM, W: 3,000LM

- Strobe :  1~20 time/second, variable strobe effect

- DMX Channel :  8CH / 8CH

- Power Supply :  AC100~240V, 50/60Hz

- Power Consumption :  200 W

- Product Size :  340(W) x 150(H) x 150(D) ㎜

- Weight :  2.7 Kg



2MC-2JL200

DMX CHANNEL

[ DMX Channel List / 8CH (A001) ]

[ DMX Channel List / 8CH (d001) ]

Channel Value Function Remark

CH1 000~255 RGBW Dimmer 0~100%

CH2 000~255 Strobe 0~9 blank, 10~255 Slow - Fast

CH3 000~255 Effect program

CH4 000~255 Speed for CH3

CH5 000~255 Red Dimmer 0~100%

CH6 000~255 Green Dimmer 0~100%

CH7 000~255 Blue Dimmer 0~100%

CH8 000~255 White Dimmer 0~100%

Channel Value Function Remark

CH1 000~255 RGBW Dimmer 0~100%

CH2 000~255 Red Dimmer 0~100%

CH3 000~255 Green Dimmer 0~100%

CH4 000~255 Blue Dimmer 0~100%

CH5 000~255 White Dimmer 0~100%

CH6 000~255 Strobe 0~9 blank, 10~255 Slow - Fast

CH7 000~255 Effect program

CH8 000~255 Speed for CH7
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